
                                                          POWER 

                                               C14 – C19 Power Lead 

FEATURES: 

 
 

• C14 – C19 

 
• Fully Moulded Connectors 

 
• Black 

 
• Available in 3 Lengths 

 
• H05VV-FCable 3 x 1.5mm² Cable 

 
• PVC 

 
 
 
 
 
 
DESCRIPTION: 

 
The C14 – C19 PVC jumper cables are used to connect power distribution units (PDU’s), uninterruptable power supplies (UPS’s), 
network switches, computers, monitors and servers. The connectors are moulded to provide a high-quality cable which is perfect 
for office and/or comms room use. 

 
 
SPECIFICATIONS: 

Connector: C19 IEC 60320 

Plug: C14 IEC 60320 

Cable: H05VV-F 3 x 1.5mm² IEC 60227, VDE 0281-5 

 
 
TECHNICAL DRAWING: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 ORDERING INFORMATION: 

 
 
 
 
 
 
 

Part Code Description 
42- 2971  1m IEC C14 – IEC C19 Black PVC 1.5mm Power Lead 
42-2972  2m IEC C14 – IEC C19 Black PVC 1.5mm Power Lead 

42-2973  3m IEC C14 – IEC C19 Black PVC 1.5mm Power Lead 
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